
 

 
MARK Display 

 
MARK 3 

 
MARK 2 

 
MARK Basic 

 
LEO 

RANGE 
30cm – 150cm 
12“ – 59“ 
Laser crosshair aiming 
10cm – 90cm 
4“ – 32“ 
2 LEDs for 
illumination 
DPM reading possible* 

10 cm – 600 cm 
4″ – 19′ 8″ 
Laser aiming 

30cm – 150cm 
12“ – 59“ 
Laser cross hair 
aiming 
or LED dot 
aiming 
10cm – 90cm 
4“ – 32“ 
2 LEDs for 
illumination 
DPM reading 
possible* 

30cm – 150cm 
12“ – 59“ 
Laser cross hair 
aiming 
or LED dot 
aiming 
10cm – 90cm 
4“ – 32“ 
2 LEDs for 
illumination 
DPM reading 
possible* 

10cm to 70cm 
4“ – 27“ 
LED dot 
aiming 

FEEDBACK 
1,54“ e-paper screen 
Optic, acoustic, haptic 
feedback 

 

Optic, acoustic, 
haptic 
feedback 

 

Optic, acoustic, 
haptic 
feedback 

 

Optic, acoustic, 
haptic 
feedback 

 

Optic, acoustic, 
haptic 
feedback 

SENSOR 
Scan events 
Movement 
Device Data 

Scan events 
Movement 
Device Data 

Scan events 
Movement 
Device Data 

Scan events 
Movement 
Device Data 

Scan events 
Movement 
Device Data 



 

 

 

 

CONNECTIVITY 
BLE 
ProGlove Insight 

 
 
 
 
 
 
BLE 
ProGlove 
Insight 

 
 
 
 
 
 
BLE 
ProGlove 
Insight 

 
 
 
 
 
 
BLE 
ProGlove Insight 

 
 
 
 
 
 
BLE 
ProGlove 
Insight 

TEMPERATURE 
0°C–45°C 
32°F–113°F 

-20°C–50°C 
-4°F–122°F 

-20°C–50°C 
-4°F–122°F 

0°C–50°C 
32°F–122°F 

0°C–50°C 
32°F–122°F 

BATTERY 
7.500 Scans* 
2h charging time 

12.000 Scans* 
2h charging 
time 

12.000 Scans* 
2h charging 
time 

7.000 Scans* 
2h charging time 

4.000 Scans* 
1h charging 
time 

RUGGEDNESS 
50 drops from 2m 
IP54 

100 drops from 
2m 
IP54 

100 drops from 
2m 
IP54 

50 drops from 
2m 
IP54 

30 drops from 
2m 
IP43 

DIMENSIONS 
50 x 45 x 18mm 
1.47 x 1.77 x 0.7 in 
48g 
1.7 oz 

50 x 45 x 16mm 
1.47 x 1.77 x 
0.63 in 
40g 
1.41 oz 

50 x 45 x 
16mm 
1.47 x 1.77 x 
0.63 in 
40g 
1.41 oz 

50 x 45 x 16mm 
1.47 x 1.77 x 0.63 
in 
40g 
1.41 oz 

50 x 45 x 
17mm 
1.47 x 1.77 x 
0.67 in 
35g 
1.23 oz 

 


